

Recommendations for making


ACIDIFIED SODIUM CHLORITE SOLUTIONS.





STEP1:


Determine the desired concentration of product, It us recommended that 500ppm be used to treat the area required with the Fogging machine.  (refer to product recommendations or contact a BioSAFE Technologies Representative). Premix 65ml of BioSAFE 5 and 15ml of Citric Acid 5 minutes prior to fogging to activate solution before adding to water





STEP2:


Undo bowl from Fogging applicator, add plastic bag, add 4 litres of water then add the premixed solution of BioSAFE 5 and citric acid 





STEP3:


When fogging please use recommended P.P.E. (Personal Protective Equipment) 


Eye Protection and approved Respiratory mask.





STEP4:


Connect applicator to electrical supply, turn on, alter the Fogging dial to required droplet size then fog all required areas.

















STEP5:


When finished add clean water to applicator bowl, turn on applicator, fog in open area to clean the applicator for 1 minute, empty excess water and wipe with soft cloth. (Do not leave mixed product in applicator)





The Fogging Applicator can be used for the following applications: 


Cool rooms, Processing rooms, Delivery Vehicles and General Areas.  











NOTE:


Ensure That Activation Takes Place In A Cool and Well Ventilated Area. Suitable Personal Protective Equipment Must Be Worn (See MSDS)





Do Not Inhale Vapours Produced While Activation Takes Place.

















